
447446

Screw
s

Plungers
Structure

Com
ponents

Levers
Knobs

Pulls
M

ounting Systems 
for Display

Set Collars
Cross Clam

pers
Handles 

Grips
Scales

Stages
Ball Rollers

M
achine Elem

ents

Sc
re

w
s

Pl
un

ge
rs

St
ru

ct
ur

e
Co

m
po

ne
nt

s
Le

ve
rs

Kn
ob

s
Pu

lls
M

ou
nt

ing
 Sy

ste
ms

 
fo

r D
isp

lay
Se

t C
ol

la
rs

Cr
os

s C
la

m
pe

rs
Ha

nd
le

s 
Gr

ip
s

Sc
al

es
St

ag
es

Ba
ll 

Ro
lle

rs
M

ac
hi

ne
 E

le
m

en
ts

▶https://www.nbk1560.com

TAM-S X - axis Aluminum Cross Roller Stages
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TAM-100S

 ● Part number specification

TAM-60S
◀1  

 ● Mounting
①  Turn the micrometer right to feed the stage to the 
end.

② Then two mounting holes appear. Temporarily fix it 
with the supplied screws.

③ Turn the micrometer right to return the stage back.
④ Then two mounting holes appear. Temporarily fix it 
with the supplied screws.

⑤ Check the position and then fix it.  

Part Number Straightness Pitch Yaw Parallelism Moving 
parallelism

Display 
Resolution

Position 
Resolution

Withstand load
（N）

TAM-40S 0.002 40'' 25'' 0.03 0.01 0.01 0.003  49

TAM-60S 0.002 25'' 15'' 0.03 0.01 0.01 0.003 196

TAM-100S 0.002 25'' 15'' 0.05 0.015 0.01 0.003 490

TAM-120S 0.002 40'' 25'' 0.05 0.015 0.01 0.003 588

Unit：mm

Part Number ◀1  Stage Face Travel Guide Travel distance Mass (g)
TAM-40S 40×40 V-groove rail and Cross roller system ±6.5  200

TAM-60S 60×60 V-groove rail and Cross roller system ±6.5  300

TAM-100S 100×100 V-groove rail and Cross roller system ±12.5  900

TAM-120S 120×120 V-groove rail and Cross roller system ±20 1300

Unit：mm

 ● 4 stage size types.
 ● Made of Aluminum. Light weight.
 ● For travel guide, V-groove rail and cross roller 
system are adopted. It is high-precision.
 ● Feed system by micrometer. Feeding display 
resolution is 0.01 mm.

 ● Material/Finish
TAM-S

Stage Aluminum Alloy
Alumite Treatment (Black)

Main body Aluminum Alloy
Alumite Treatment (Black)

RoHS Compliant

 ● Mounting parts are supplied with each product.
Part Number Supplied Items

TAM-40S Pan Head Machine Screw (M3 x 6) and
Spring Washer

TAM-60S Hex Socket Head Cap Screw (M4 x 8)

TAM-100S Hex Socket Head Cap Screw (M4 x 8) and
Spring Washer

TAM-120S Hex Socket Head Cap Screw (M4 x 8) and
Spring Washer




